
Ordering Information

Do not mix sus pen sion and helmet sizes. Make sure the sizes match (example: standard size suspension with
standard size helmet). Use only MSA suspensions on an MSA helmet. Failure to comply with the above
will reduce the energy-absorbing ability of the pro tec tive helmet, which can result in serious injury
or death.

Note: this bulletin contains only a general description of the
products shown. While uses and performance capabilities are 
described, under no circumstances shall the products be used
by untrained or unqualified individuals and not until the 
product instructions including any warnings or cautions 
provided have been thoroughly read and understood. Only they
contain the complete and detailed information concerning
proper use and care of these products.
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Comfo Cap Assemblies

Color w/Staz-On® Suspension w/Fas-Trac® Suspension

White 91522 •

Blue 91586 •

Yellow 91585 •

Orange 91589 •

Red 91590 •

Green 91584 •

Black 82769 •

White • 475336

Replacement Suspensions
Staz-on Suspension  (61⁄2–8) 454231

Fas-Trac Suspension (61⁄2–8) 473334

1-Touch® Suspension  (61⁄2–8) 10061128
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Comfo-Cap® Protective Headwear

Comfo Caps meet all applicable requirements for a 
Type I (top impact) helmet as outlined in ANSI/ISEA
Z89.1-2009 (Class G).

MSA can customize your helmets with your company
logo and choice of reflective striping. For more
information regarding logos and stripes, contact MSA
Logo Express at 1.800.MSA.LOGO.

The Comfo Cap is widely used in the mining
industry due to its low-profile. All caps
come equipped with a lamp bracket and
cord holder.


